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ABSTRACT 



The present invention relates to reinforcing and/or 
process fibres based on vegetable fibres whose 
elementary fibres are fibrillated and to a process for 
their production. The reinforcing and/or process fibres 
are characterized in that the elementary fibres have a 
fibril content greater than 3 area per cent and less 
than 50 area per cent. The process is characterized in 
that the fibre material is ground in an eddied air 
grinder. 
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Veroffentlicht 

Mil internationalem Recherchenbericht. 
Vor Ablauf der fur Anderungen der Anspruche zugelassenen 
Frist; Veroffentlichung wird wiederholt fails Anderungen 



eintreffen 



:(54) Bezeichnung: VERSTARKUNGS- UND/ODER PROZESSFASERN AUF DER BASIS VON PFLANZENFASERN UND VER- 
FAHREN ZU DEREN HERSTELLUNG 



(57) \bstract 



ITie invention relates to reinforcing fibers and/or processing fibers based on plant fibers whose elementary fibers are fibrillated, and 
to a method for the production thereof. The reinforcing fibers and/or processing fibers are characterized in that the elementary fibers have 
a fibril proportion that is greater than 3 % of the surface but less than 50 % of the surface. The method is characterized in that the fibrous 
material is ground in a swirling air grinding installation. 

(57) Zusammenfassung 

Die vorliegende Erfindung betrifft Verstarkungs- und/oder ProzeBfasem auf der Basis von Pflanzenfasem, deren Elementarfasern 
fibrilliert sind und ein Verfahren zu deren Herstellung. Die Verstarkungs- und/oder ProzeSfasem zeichnen sich dadurch aus, daft die 
Efementarfasem einen Fibrillenanteil aufweisen, der grdBer als 3 Flachenprozent und kleiner als 50 Flachenprozent ist. Das Verfahren ist 
dadurch gekennzeichnet, daS Fasermaterial in einer Wirbelluftmahlanlage gemahlen wird. 



